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Davidson T3B Plastic Type III Barricades for more safety,  less maintenance

All T3B products are both Recycled and Recyclable

T3B Type I I I  Barricade System

T3B barricade products from Davidson
Traffic Control are the perfect answer
to compliance with the requirements of
Federal Report # NCHRP 350.  Our
barricade parts are lightweight, easy to
use, and durable: a 6-foot Xtube upright
weighs only a little over 3 pounds, an
8-foot 1x8-inch T3B polycomb panel
weighs only 5 pounds.  The entire
upright assembly for an 8-foot Type III
barricade weighs only 22 pounds!
Compare that to a traditional 4 x 4 and
plywood barricade weighing well over
100 pounds!

The T3B Type I I I  Barricade System
is easily assembled, highly portable,
with proven durability.  The modular
design of the T3B system allows for
quick exchange of damaged parts and
a rapid return to service.  The plastic
component of our uprights and panel
will never rust, rot, splinter or need
painting.  The panels themselves - when
striped  (the most expensive component
of the entire system) - are virtually
shatterproof, ensuring a long working
life and a high return on your investment
in a plastic barricade system.  The X-
tube features an internal cross profile,
designed for light weight and superior
strength, yet yields on impact to provide
the safety characteristics required by
350 to protect the occupants of the

vehicle.

NCHRP 350 Approved

The T3B Type I I I  Barricade System is
NCHRP 350 Approved as a Category 2
Type III barricade.  It is designed to yield
upon impact, allowing a vehicle to pass
over it unscathed.  Our complete system
as shown in our specifications is approved,
as is the use of our T3B polycomb panels
on a barricade framework using perforated
steel tube (PSST) with a breakaway hinged
upright.  You may request copies of our
FHWA Approval letters or the actual test
report for detailed information on the
performance of our product.

The T3B polycomb panel is the heart of
our crashworthy system.  Constructed of
only the best quality polymers, the  8 1/4”
wide,  UV-stabilized panels have proven
durability.  During normal use, our panels
will not fade, crack, or splinter.  Featuring
a 9-leg honeycomb structure, the pre-
colored white panels are very flat in order

to make striping with a standard tape
applicator a breeze.  Better yet, save
on your labor costs by ordering the
panels with pre-stripe reflective tape
factory-applied!  We buy tape in large
volume and have mechanized our
production line in order to provide
you with a cost-effective finished
product that you can have delivered
to your jobsite ready-to-install.  Should
the sheeting become faded or damaged
over the course of time, the panels can
be re-used, and new tape applied.

Many typical installations of Type III
barricades include flashing lights and
informational signs.  These can be
easily attached to the T3B  using
common hardware.  Check with your
local DOT authorities for details on
specifications for barricades for use
in your state.

Safety
T3B barricades readily yield when
struck by a vehicle.  This allows a car
to pass over the barricade without
causing damage to the passenger
compartment.  The barricade system
uses lightweight components to reduce
the potential for workman’s
compensation claims for back injuries
caused by loading and unloading
heavy wooden barricades.  In addition,
light weight parts don’t bounce into
traffic or work zones.
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Our newest  barricade foot , the “ Yeti” , a 40 l b.
rubber foot with an internal metal plate.



™T3B  BarricadeAvailable Options and Instructions for
Plasti c Type III barricade products

T3B Plastic Type I I I  Barri cade

Super ior Visibility

The T3B  polycomb panel is over 8
inches wide, accommodating either 7
3/4 or 8-inch wide sheeting.  The flat
panels make sheeting application as
easy as striping wood boards, but
without the hassl e of painting.  The
factory-applied reflective sheeting
provides clear directions to passing
motorists. Choose from  any type of
reflective sheeting in order to meet
your local specifications.

Type 1 Engi neer ing Grade
Type 2 Super Engineer ing Grade
Type 3 High I ntensity Grade
Type 7 Pr ismatic HI (LDP DG)
Type 8 Pr ismatic HI (8200 seri es)
Type 9 Pr ismatic HI (VIP DG)

 Choosing factory-applied sheeting
provides for a ready -to-use barricade
shipped straight to your job site,
speeding up the pace of your project.

NCHRP 350
Crash worthy

FHWA Accepted
WZ39 & WZ63

Barricades with stripes beginning at
the upper right side and sloping
downward to the lower l eft side are
to designated as right (R) barricades.
Right barricades are placed on the
right side of the road and are designed
to move traffic to the left.  Barri cade
stripes beginning at the upper left side
and slopping downward to the right
side are to be designated as left (L)
barricades.  Left barricades are placed
on the left side of the road and are
designed to move traffic to the right.
Barricade sheeting has alternating
6”  orange and white or red and white
stripes running diagonally across the
sheeting at an angle of 45 .̊

Sheeting Options

Durability

By using durable high density
polyethyl ene plastic panels and a
modular design, the T3B system can
take a high speed impact with minimal
damage and a quick return to service.
The easily interchangeable parts speed
repair of damaged units and shortens
turnaround time.

            6” Left                          6”  Right

Ease of Use

The T3B barri cade takes up about
half as much space in transport as a
plastic drum, and sets up in just
seconds. One person i s al l that is
required for a complete set up or tear
down.  Used with our plastic A-frame
legs, our T3B panels can be used to
construct Type I or Type II A-frame
barricades, for use in many low-speed
municipal applications, including
plank box utility closures, or crowd
and parking control for parades and
public events.  The panels may also
be used for the reflective top or bottom
panels on traditional metal-leg Type
I & II barricades.

DAVIDSON TRAFFIC CONTROL PRODUCTS
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Parade Style “ A”  Frame

T3B  BarricadeInstructions and Specifications for
Plasti c Type III barricade products

™

Complet e System
A complete T3B Type II I Plastic
Barr icade system includes the following
mater ials:

• 3 each T3B polycomb panels, available
in 4, 6, 8, 10 or 12-foot lengths;

• 2 each X-tube 1.75” square plastic
uprights, available in 5, or 6-foot lengths;

Either
• 2 each 2”  14 ga. PSST barr icade f eet
with 6”  welded upright;
Or
• 2 each 1.5 x 1.5” Angle Iron Barr icade
feet with 8” welded upr ight, white powder
coated;

Either
• 12 each bolts and nylock nuts ( to attach
panels to the X-tube uprights);
Or
• 12 each Anti-thef t bolts, nuts and
washers;

• 2 each Quick-release pins (to attach X-
tubes to the barricade feet);

3M™ Diamond Grade™ Ref lect ive
Sheeting-the Premier ref lect ive
per f ormer in t he marketplace.
Barricades striped with Diamond Grade™
micropr ismatic reflective sheeting are
highly visible at night, far in advance and
even when placed at wide viewing angles
to approaching dr ivers. Highly durable,
they remain visible throughout their life
cycle, providing an extra safety factor f or
drivers who depend on them for guidance.

1

Quick release pins

Varies 48”-144”

(Not to exceed 96”w /o
support rib )

Varies 27”-96”

60” -72”

Varies
6” -24”
(not to
exceed
24” ) 20”  typ.

20”  typ.

4”  typ.

2”

8.25”
(210mm)

2

10.850”
(22mm)

The T3B 8-Inch  Panel

DAVIDSON TRAFFIC CONTROL PRODUCTS
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60”-72”

Qui ck
release pin

8.0”  Mi n.
panel  width

(2 ea.) 7/16” O.D.
Breakaway holes

6”-2”x 2” Perf.
Sq. St eel  tube

1.75”x1.75”
Plast ic X-tube

Wel ded
Joi nt

Impor tant Not ice To Pur chaser
The following is made in lieu of all warranties, expressed or
implied, including the implied war ranties of merchantability
and fitness for purpose:  Seller 's and manuf actur er 's only
obligation shall be to replace such quantity  of  the product
proved to be defective.  Befor e using, user shall determine
the suitability  of  the product for its intended use, and user
assumes all r isk and liability whatsoever in connection
therewith.  Neither manufacturer nor seller shall be liable
either in tort or in contract for  any  loss or damage, direct,
incidental, or consequential, arising out of  the use of or  the
inability  to use the product.

Angle Iron feet             PSST feet

All  T3B products are both Recycled and Recyclable

X Tubes fit inside
steel tubes1.75”

(44.5mm)

2

The X Tube

1.75”
(44.5mm)        2” O.D .

 square tube

We recommend high visibility barricades made
with Diamond Grade reflective sheeting;
however, reflectors are also available made
with High Intensity Grade and Engineering
Grade sheeting.


